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COLLECTION : AKULINE 

SUBSTRATE: 100% RECYCLED BLACK FELT  

INSETS:  

laminate applied on wood fibre MDF panel, black colored throughout with non toxic, organic dyes 

and chemically bonded by specifically developed resins 

100% natural and preserved reindeer moss or flat moss  

Mirror 

Gold in matt or glossy finishing 

STANDARD SIZES: 59,5X59,5 CM. (23.42”x23.42”) 

                                 59,5X119 CM. (23.42”x46.85”) 

PANEL WEIGHT: kg. 2,50 for size  59,5X59,5 CM. (23.42”x23.42”) 

                             Kg. 5,50 for size 59,5X119 CM. (23.42”x46.85”) 

 

OVERALL THICKNESS:  19 mm. ( 0.75”) 

AVAILABLE MODELS:  
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AVAILABLE COLORS: 
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SOUND ABSORBING PROPERTIES: 

AKULINE Collection is used to reduce sound reverberation or echo inside rooms 

 

 
TECHNICAL FEATURES:        
         
* AKULINE Collection is an indoor product, it must not be exposed to direct sunlight or direct heat 
sources and it cannot be walked on. 

* Benetti MOSS, the preserved lichen used to enrich the panels, is natural and treated with   non-
toxic substances but must not be ingested anyway. Variations in color and light wood scent are to 
be considered a guarantee of its natural origin.  Moreover, as with all natural products, a slight 
variation of tone over time is to be considered normal. 
* AKULINE Collection can be installed quickly and easily and can be cut very easily. (see 
"INSTALLATION AND CUTTING" SECTION) 

* AKULINE Collection must not be watered 

* Do not place objects on the panels.  
* Any shades of color and slight imperfections on the surface are to be considered normal and 
distinctive of a fully hand made work. 

 

 

 

 

 



 

 pag. 6 

 

 

INSTALLATION AND CUTTING INSTRUCTIONS: 

AKULINE Collection is ready to be easily and quickly installed. 

1_Prepare what you need: choose screws and  glues suitable for the type of wall to be covered. 
Make sure your hands are clean before starting the installation or, alternatively, use gloves to 
handle the panels. 
2_ Make sure that the walls or ceiling where the panels will be installed are clean, dry and free of 
dust. 

 

3_ Check the sizes and draw the guidelines. 

4_ It is advisable to proceed with laying in horizontal strips starting from the bottom. 
It is suggested not to lay the panels to the ground but to leave at least 10 / 15 cm.  free to facilitate 
cleaning operations. 
5_ Drill the panel in 4 points, in correspondence with the areas covered with Benetti MOSS lichen. 
Once the screws have reached the support, they will be hidden by the lichen. For installation of 
panels without moss, it is suggested to glue the panel ( suggested glues: polymer adhesive or two-
components polyurethane glue, or similar)  

 

The panel can be easily cut. After marking it, use a jigsaw to cut it. Put the cut edge on the less visible 

corner. 

 

CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an 

antistatic cloth for dust or using the common compressed air cans kept at a certain distance from the 

product. In alternative, make use of a very low power vacuum cleaner.  

 

 

AKULINE Collection is for interior use only.  

 

 

 

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions of use are not 

verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any claim damages.  

For any further information please contact our technical department                                                                                                                                                        Rev May 2025 
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COLLECTION : AKUDESIGN 

SUBSTRATE: 100% RECYCLED BLACK FELT  

INSETS:  

laminate applied on wood fibre MDF panel, black colored throughout with non toxic, organic dyes and 

chemically bonded by specifically developed resins 

100% natural and preserved reindeer moss or flat moss  

Mirror 

Gold in matt or glossy finishing 

 

STANDARD SIZES: 59,5X59,5 CM. (23.42”x23.42”) 

                                 59,5X119 CM. (23.42”x46.85”) 

 

PANEL WEIGHT: kg. 2,50 for size  59,5X59,5 CM. (23.42”x23.42”) 

                             Kg. 5,00 for size 59,5X119 CM. (23.42”x46.85”) 

 

OVERALL THICKNESS:  19 mm. ( 0.75”) 

 

 

AVAILABLE MODELS:  
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EXAGONE UNIT SIZE:  cm.20x23 ( 7.87”x9.05”) 

FULL TILE SIZE: cm.76x62 ( 30”x 24.40”)  

 

AVAILABLE INSETS:  

MOSS (color to be selected in Benetti MOSS standard color chart) 

MIRROR 

MATT GOLD 
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The following collections are customizable in colors: 

HUGO - WILDE - BYRON - ZOLA - VERNE  

AVAILABLE COLORS: 
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SOUND ABSORBING PROPERTIES: 

AKUDESIGN Collection is used to reduce sound reverberation or echo inside rooms 

 

 

TECHNICAL FEATURES:        
         
* AKUDESIGN Collection is an indoor product, it must not be exposed to direct sunlight or direct 

heat sources and it cannot be walked on. 

* Benetti MOSS, the preserved lichen used to enrich the panels, is natural and treated with   non-

toxic substances but must not be ingested anyway. Variations in color and light wood scent are to 

be considered a guarantee of its natural origin.  Moreover, as with all natural products, a slight 

variation of tone over time is to be considered normal. 

* AKUDESIGN Collection can be installed quickly and easily and can be cut very easily. (see 

"INSTALLATION AND CUTTING" SECTION) 

* AKUDESIGN Collection must not be watered. 

* Do not place objects on the panels. 

  
* Any shades of color and slight imperfections on the surface are to be considered normal and 

distinctive of a fully hand made work. 
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INSTALLATION AND CUTTING INSTRUCTIONS: 

AKUDESIGN Collection is ready to be easily and quickly installed. 

1_Prepare what you need: choose screws and  glues suitable for the type of wall to be covered. 

Make sure your hands are clean before starting the installation or, alternatively, use gloves to handle 

the panels. 

2_ Make sure that the walls or ceiling where the panels will be installed are clean, dry and 

free of dust. 
 

3_ Check the sizes and draw the guidelines. 

4_ It is advisable to proceed with laying in horizontal strips starting from the bottom. 

It is suggested not to lay the panels to the ground but to leave at least 10 / 15 cm.  free to facilitate 

cleaning operations. 

5_ Drill the panel in 4 points, in correspondence with the areas covered with Benetti MOSS lichen. 

Once the screws have reached the support, they will be hidden by the lichen. For installation of 

panels without moss, it is suggested to glue the panel ( suggested glues: polymer adhesive or two-

components polyurethane glue, or similar)  
 

The panel can be easily cut. After marking it, use a jigsaw to cut it. Put the cut edge on the less visible corner. 

CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an 

antistatic cloth for dust or using the common compressed air cans kept at a certain distance from the 

product. In alternative, make use of a very low power vacuum cleaner.  

AKUDESIGN Collection is for interior use only.  

 

 

 

 

 

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions of use are not 

verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any claim damages.  

For any further information please contact our technical department                                                                                                                                                        Rev May 2025 
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COLLECTION : AKUFLAT 

 

                               

 

AKUFLAT panel is composed of: 

Laminate applied on wood fibre MDF panel, black colored throughout with non toxic, organic dyes and 

chemically bonded by specifically developed resins  

substrate of 100% RECYCLED BLACK FELT  

 

STANDARD SIZE: 59,5X59,5 CM. (23.42”x23.42”) 

PANEL WEIGHT: kg. 3,50  

OVERALL THICKNESS:  19 mm. ( 0.75”) 

 

AVAILABLE MODELS:   

 PURE   59,5 X 59,5 cm. (23.42”x23.42”) 
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CARVING  59,5 X 59,5 cm. (23.42”x23.42”) 

STANDARD DESIGNS AS FOLLOWS ( other designs on request )  

 

 

 

*Carving standard shape: 

            2 mm. / 0.08”  

2 mm 

0.08” 

*Other available carving shapes: 

            3 mm. / 0.12”                                            

3 mm 

0.12” 

            4 mm. / 0.16”        

2 mm 

0.08” 

 

            6 mm. / 0.24”        

2 mm 

0.08” 
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PRINTING  59,5 X 59,5 cm. (23.42”x23.42”) 

STANDARD DESIGNS AS FOLLOWS ( other designs on request ) 
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AVAILABLE COLORS: 

 

 

 

TECHNICAL FEATURES:        
         
* AKUFLAT Collection is an indoor product, it must not be exposed to direct sunlight or direct heat 

sources and it cannot be walked on. 

* As with all natural products, a slight variation of tone over time is to be considered normal. 

* AKUFLAT Collection can be installed quickly and easily and can be cut very easily. (see 

"INSTALLATION AND CUTTING" SECTION) 

* AKUFLAT Collection must not be watered  

* Do not place objects on the panels. 

  
* Any shades of color and slight imperfections on the surface are to be considered normal and 

distinctive of a fully hand made work. 

 

INSTALLATION AND CUTTING INSTRUCTIONS: 

AKUFLAT Collection is ready to be easily and quickly installed. 

1_Prepare what you need: choose the  glues suitable for the type of wall to be covered. Make sure 

your hands are clean before starting the installation or, alternatively, use gloves to handle the 

panels. 

2_ Make sure that the walls or ceiling where the panels will be installed are clean, dry and 

free of dust. 
 

3_ Check the sizes and draw the guidelines. 

4_ It is advisable to proceed with laying in horizontal strips starting from the bottom. 

It is suggested not to lay the panels to the ground but to leave at least 10 / 15 cm.  free to facilitate 

cleaning operations. 

5_ Glue the panels ( suggested glues: polymer adhesive or two-components polyurethane glue, or 

similar)  
 

The panel can be easily cut. After marking it, use a jigsaw to cut it. Put the cut edge on the less visible corner. 
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CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an 

antistatic cloth for dust or using the common compressed air cans kept at a certain distance from the 

product. In alternative, make use of a very low power vacuum cleaner.  

AKUFLAT Collection is for interior use only.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions of use are not 

verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any claim damages.  

For any further information please contact our technical department                                                                                                                                                        Rev May 2025 
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COLLECTION : AKUBEN FRAME  

SUBSTRATE: 100% RECYCLED BLACK FELT  

AVAILABLE INSETS:  

laminate applied on wood fibre MDF panel, black colored throughout with non toxic, organic dyes and 

chemically bonded by specifically developed resins 

100% natural and preserved reindeer moss or flat moss  

Mirror 

Gold in matt or glossy finishing 

 

STANDARD SIZE: 59,5X59,5 CM. (23.42”x23.42”) 

PANEL WEIGHT: kg. 2,50  

 

OVERALL THICKNESS:  19 mm. ( 0.75”) 

 

 

AVAILABLE STANDARD MODELS:  
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                     FRONT                                          BACK 
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AVAILABLE COLORS: 
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SOUND ABSORBING PROPERTIES: 

AKUBEN FRAME Collection is used to reduce sound reverberation or echo inside rooms 

 

 

TECHNICAL FEATURES:        
         
* AKUBEN FRAME Collection is an indoor product, it must not be exposed to direct sunlight or direct 

heat sources and it cannot be walked on. 

* Benetti MOSS, the preserved lichen used to enrich the panels, is natural and treated with   non-

toxic substances but must not be ingested anyway. Variations in color and light wood scent are to 

be considered a guarantee of its natural origin.  Moreover, as with all natural products, a slight 

variation of tone over time is to be considered normal. 

* AKUBEN FRAME Collection can be installed quickly and easily. (see "INSTALLATION" SECTION) 

* AKUBEN FRAME Collection must not be watered  

* Do not place objects on the panels. 

  
* Any shades of color and slight imperfections on the surface are to be considered normal and 

distinctive of a fully hand made work. 
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INSTALLATION INSTRUCTIONS: 

AKUBEN FRAME Collection is ready to be easily and quickly installed. 

1_Prepare what you need: choose screws suitable for the type of wall to be covered. Make sure your 

hands are clean before starting the installation or, alternatively, use gloves to handle the panels. 

2_ Make sure that the walls where the frames will be installed are clean, dry and free of 

dust. 
 

3_ Check the sizes 

4_ Drill the wall in 2 points using the template supplied along with the AKUBEN FRAME. 

 

 

                                               

5_ Hang your AKUBEN FRAME 

 

                                                                                              

 

CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an 

antistatic cloth for dust or using the common compressed air cans kept at a certain distance from the 

product. In alternative, make use of a very low power vacuum cleaner.  

AKUBEN FRAME Collection is for interior use only.  

 

 

 

 

 

 

 

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions of use are not 

verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any claim damages.  

For any further information please contact our technical department                                                                                                                                                        Rev May 2025 
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COLLECTION : AKUBEN BACH 

    

 

Freestanding divider composed of: 

• AKULINE or AKUDESIGN PANEL 4 units ( single face model)  or 8 units ( double face model) 

size cm.59,5x59,5 (23.42”x23.42”) supplied on 2 black alu substrates size cm. 59,5x 119 

(23.42” x 46.85”)  

• 2 POLES  

• FITTING SET 

AKUBEN BACH Collection is available single or double face 

STANDARD OVERALL SIZES: 

 

 

 

 



 

 pag. 24 

 

STANDARD POLE MODELS: 

 

STANDARD POLE HEIGHTS: 

cm. 182,50 (71.85”) 

cm.142,50 (56.10”) 
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SOUND ABSORBING PROPERTIES: 

AKUBEN BACH Collection is used to reduce sound reverberation or echo inside rooms 

 

 
TECHNICAL FEATURES:        
         
* AKUBEN BACH Collection is an indoor product, it must not be exposed to direct sunlight or direct 
heat sources and it cannot be walked on. 

* Benetti MOSS, the preserved lichen used to enrich the panels, is natural and treated with   non-
toxic substances but must not be ingested anyway. Variations in color and light wood scent are to 
be considered a guarantee of its natural origin.  Moreover, as with all natural products, a slight 
variation of tone over time is to be considered normal. 

* AKUBEN BACH Collection can be installed quickly and easly (see "INSTALLATION" SECTION) 

* AKUBEN BACH Collection must not be watered 

* Do not place objects on it 
  
* Any shades of color and slight imperfections on the surface are to be considered normal and 
distinctive of a fully hand made work. 
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INSTALLATION INSTRUCTIONS: 

AKUBEN BACH Collection is ready to be easily and quickly installed. 

The pole guarantees maximum flexibility of composition. Being equipped with a perforation on the entire 

circumference, it allows the fixing of the hanging system and the orientation of the panel every 45° 

  

                                             

 

 

 

CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an 

antistatic cloth for dust or using the common compressed air cans kept at a certain distance from the 

product. In alternative, make use of a very low power vacuum cleaner.  

AKUBEN Bach Collection is for interior use only.  

 

 

 

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions of use are not 

verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any claim damages.  

For any further information please contact our technical department                                                                                                                                                        Rev May 2025 
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COLLECTION : AKUBEN MOZART 

  

                                        

The standard room divider  AKUBEN MOZART is composed of: 

 

 

 

• AKULINE or AKUDESIGN PANEL 3 units ( single face model)  or  

6 units ( double face model) size cm.59,5x59,5 (23.42”x23.42”)  

supplied on  black alu substrates size cm. 59,5x 59,5 (23.42” x 23.42”)  

 

 

 

 

 

 

 

 

 

 

• FITTING SET for wall or ceiling/floor application 
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SOUND ABSORBING PROPERTIES: 

AKUBEN MOZART  Collection is used to reduce sound reverberation or echo inside rooms 

 

 
TECHNICAL FEATURES:        
         
* AKUBEN MOZART Collection is an indoor product, it must not be exposed to direct sunlight or 
direct heat sources and it cannot be walked on. 

* Benetti MOSS, the preserved lichen used to enrich the panels, is natural and treated with   non-
toxic substances but must not be ingested anyway. Variations in color and light wood scent are to 
be considered a guarantee of its natural origin.  Moreover, as with all natural products, a slight 
variation of tone over time is to be considered normal. 

* AKUBEN MOZART Collection can be installed quickly and easly (see "INSTALLATION" SECTION) 

* AKUBEN MOZART Collection must not be watered 

* Do not place objects on it 
  
* Any shades of color and slight imperfections on the surface are to be considered normal and 
distinctive of a fully hand made work. 

 

 

 

 

 



 

 pag. 29 

 

INSTALLATION INSTRUCTIONS: 

AKUBEN MOZART Collection is ready to be easily and quickly installed. Each panel is supplied on black 

aluminum rigid substrate. Installation to the steel cable is secured thanks to single or double clamps. 

Steel cable is provided with terminal for wall or ceiling/floor installation. 

 

  
                                             

 

 

 

CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an 

antistatic cloth for dust or using the common compressed air cans kept at a certain distance from the 

product. In alternative, make use of a very low power vacuum cleaner.  

AKUBEN MOZART Collection is for interior use only.  

 

 

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions of use are not 

verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any claim damages.  

For any further information please contact our technical department                                                                                                                                                        Rev May 2025 
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COLLECTION : AKUBEN VIVALDI 

 

COMPOSITION MADE OF: 

- NATURAL AND PRESERVED GREENERY ON POLYSTYRENE SUBSTRATE THICKNESS 50 MM. ( 1.96”) 

- ALUMINUM TRAY Size cm. 15X50x5 ( 5.91’’x 19.69’’x 1.96’’) 

- FOR THE MODEL VIVALDI CEILING,  A STEEL CABLE FOR SIZE 1000 mm. ( 39’’) AND A TEMPLATE FOR DRILLING 

ARE INCLUDED 

 

 

 

 

 

 

 

OVERALL SIZE ( greenery included): cm. 15x50 h 25/30 cm. ( 5.91”x19.69”x10”) 

 

TOTAL WEIGHT: kg. 1,50  
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STANDARD TRAY SIZE: cm. 15x50x5 ( 5.91”x19.69”x0.19”) 

 

VIVALDI WALL 

 

VIVALDI CEILING 

 

 

 

STANDARD AVAILABLE TRAY COLORS: 

 
 

 

STANDARD GREENERY: 

 Leafage, eucaliptus nicoly, eucaliptus 

cinerea, flat moss  

Installed on polystyrene substrate 
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TECHNICAL FEATURES: 

         

* AKUBEN VIVALDI Collection is an indoor product, it must not be exposed to direct sunlight or direct heat sources and 

it cannot be walked on. 

* The preserved greenery is natural and treated with   non-toxic substances but must not be ingested anyway. 

Variations in color and light wood scent are to be considered a guarantee of its natural origin.  Moreover, as with all 

natural products, a slight variation of tone over time is to be considered normal. 

* AKUBEN VIVALDI Collection can be installed quickly and easily and can be cut very easily. (see "INSTALLATION" 

SECTION 

*AKUBEN VIVALDI Collection must not be watered  

* Do not place objects on it. 

  

* Any shades of color and slight imperfections on the surface are to be considered normal and distinctive of a fully 

hand made work. 

 

INSTALLATION INSTRUCTIONS: 

AKUBEN VIVALDI Collection is ready to be easily and quickly installed. 

1_Prepare what you need: choose suitable screws for wall or ceiling application. Make sure your hands are 

clean before starting the installation or, alternatively, use gloves to handle the panels. 

2_ Make sure that the walls or ceiling where the piece is installed are clean, dry and free of dust. 
 

3_ Check the sizes and draw the guidelines. 

4_ Drill in 2 points, in correspondence with the holes of the tray ( for wall application ) or in 4 points ( for ceiling 

application). A hard template is supplied for the installation of VIVALDI Ceiling Model   

 

CONDITIONS OF USE:  In order to remove any dust deposit, you can periodically refresh the product with an antistatic 

cloth for dust or using the common compressed air cans kept at a certain distance from the product. In alternative, make 

use of a very low power vacuum cleaner.  

 

AKUBEN VIVALDI Collection is for interior use only.  

 

 

 

 

 

 

Indications and regulations above described, are based on our current technical and scientific knowledge, which, in any case, are to be considered merely indicative, as the conditions 

of use are not verifiable. Therefore, the customer must check the suitability of the product in its specific case, taking on the responsibility for its use, by releasing Benetti from any 

claim damages.  

For any further information please contact our technical department                                                                                                                                                         

Rev May 2025 

 

 


